
GENERAL CHARACTERISTICS
The AC-404-Z is designed to capture crystal clear speech 
intelligibility for Houses of Worship, web conferencing, court 
reporting, and more with easy plug-and-play USB con-
nectivity. Three microphone capsules in a surface-mount 
boundary design deliver an amazing 180-degree pickup 
pattern with a 25’ range making it ideal for podiums, con-
ference rooms, courtrooms, and connected classrooms. 
The AC-404-Z features three internal mic capsules, rugged 
all-metal body construction, and a low-profile design,  
making it the perfect mic for Zoom Rooms, huddle rooms, 
and any other corporate communication settings.
Designed for Zoom and Zoom Rooms

• Three-capsule design for 25-ft. audio pickup range  
	 in 180° arc

• Easy USB 2.0 plug-and-play compatibility with any  
	 Mac or PC

• Professional low-profile design measuring only 2.5×3  
	 inches, and 1-inch tall with durable all-metal construction.

INCLUDED ACCESSORIES
• USB A to USB Mini cable
• USB C to USB Mini cable
• Adhesive mounts

WARRANTY
encounter any issues with this unit, please contact the 
company you purchased it from for assistance. The origi-
nal dated sales receipt will be necessary for any warranty 
claim. Do not send any unit directly to us without prior 
authorization from our service department. Warranty cov-
erage is limited to repair or replacement (at our option) of 
the microphone, and does not cover incidental damages 
due to use, nor damage caused by accidental misuse of 
this product.

Condenser Pressure Gradient Microphone

Thank you for purchasing the MXL®AC-404Z Zoom Room Plug and Play Mic. MXL micro-
phones are the result of world-class engineering and manufacturing. They are designed to 
provide you with outstanding performance and exceptional value. For best results, please 
take a few moments to review this literature.
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TECHNICAL SPECIFICATIONS

Type...........................................USB boundary microphone  

Capsule..................... 3 capsule boundary design with 

180-degree coverage

Frequency Response....................................40 Hz – 16 kHz

Polar Pattern.......................................................Wide cardioid

USB compatibility........................................... USB 1.1 and 2.0

Size........... 109mm x 76 x 51mm / 4.3in. x 2.95in. x 2in.

180º PICK UP PATTERN

25FT. RANGE


